Emetralytica®

EBK1_EBK3 Series

High Performance
Power-Line Filters

Typical application Features and benefits
+ Strong interference environments, e.g. inverter + 3-phase, 3-line
for speed control systems + Excellent performance for both common and
differential mode suppression starting from low
frequency
*+ High rated current
Conformity
EN 60939

CSA C22,2 | available on request for most types
UL 1283 | available on request for most types
Climatic category | 40/085/21 (IEC 60068-1)

Technical specifications

Rated voltage Vi 440/250  VAC

Rated current Ix 100 ... 800 A

Ground capacitance 2.1nF ... 100 nF

Operating frequency fop 50/60 Hz

Insertion loss up to 100/100 dB common/dfferential mode
Leakage current I mA

Operating temperature Tamb -40 ... +85 °C

Storage temperature = -40 ... +85 °C

Test voltage - line to line Viest 1500 VDC

Test voltage - line to ground \% 2250 VDC



'

Nimetralytica i A

Electrical properties

DL-100EBK1 5 S 100 100 220 1 1
DL-150EBK1 S S 150 100 220 1 1
DL-200EBK1 S S 200 100 220 i | 2
DL-300EBK3 B B 300 2.1pF 660 2 3
DL-400EBK3 B B 400 2.1uF 660 2 3
DL-600EBK3 B B 600 2.1uF 660 2 3
DL-800EBK3 B B 800 2.1uF 660 2 3
Legend: S = screw terminal B = bus bar
Circuit schematic
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Insertion loss characteristics
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Common Mode
Differential Mode
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Mechanical packaging

4-6.4X9.44+0.2

190+0.5
+
|
|
6t
220+2

R .= i
| 320+2 | 31|
‘ 354+0.5 ‘ 6611
' 384+2 ' 100+ 2

Copyright © 2021, Metralytica GmbH - This document has been carefully compiled and reviewed. Nevertheless no liability can be assumed for errors,

inaccuracies or omissions in its content .
The information provided in this document may be subject to changes without prior notice. Suitability for specific applications must be verified by customers.
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